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Description of Work 
 

 
Pak Shek Kok Reclamation is located at the foreshore adjacent to a section of the Tolo Highway north of the 
Chinese University of Hong Kong.  The reclamation provides an outlet for public fill in the Northeast New 
Territories of Hong Kong and has been constructed predominantly of public fill overlying soft in situ marine 
deposits.  The volume of the reclamation fill is about 6 million m3. The whole project comprises the 
construction of 2.5 km length of seawall and the reclamation of about 68 hectares of seabed.  Ground 
treatment has comprised installation of vertical drains and surface surcharging.  A number of embankment 
failures occurred during construction resulting in the triggering of mudwaves.  Ongoing settlement after 
completion was also a problem 
 
GCG (Asia) Ltd were commissioned by the contractor during the construction phase to investigate the 
causes of the stability problems, to advise if these were design or construction related and also the causes of 
the ongoing settlement of the reclamation.  The project included the provision of advice on the design and 
construction of reclamations on soft marine sediments and reports covering settlement of culverts, 
reclamation and stability analyses. Included in the assessments was an investigation of the ground 
conditions, examination of the materials and provision of detailed calculations. 
 
 
 
 

 
 
 
 
 
 

 
 
 

 
Pak Shek Kok Reclamation Studies  

Client:  Kier Hong Kong Ltd 
 
Dates:  2001 – 2002 
 
Estimated Project Cost: 
HK$800 million  

 

 Overview of Pak Shek Kok Reclamation close to Formation Level 

Close-up of Mudwave 


